
IC 9-19-21

Chapter 21. Special Equipment for Municipal Waste Collection
and Transportation Vehicles

IC 9-19-21-1
Applicability of chapter

Sec. 1. This chapter applies to a municipal waste collection and
transportation vehicle that is:

(1) purchased after June 30, 1993; and
(2) used to collect municipal solid waste from residences.

As added by P.L.114-1993, SEC.2.

IC 9-19-21-2
Yellow strobe light equipment

Sec. 2. A municipal waste collection and transportation vehicle
must be equipped with a yellow strobe light that meets Society of
Automotive Engineers (SAE) standards.
As added by P.L.114-1993, SEC.2.

IC 9-19-21-3
Lighting capabilities of strobe

Sec. 3. The strobe light required under section 2 of this chapter
must have a candlepower of at least two million (2,000,000) on a
horizontal plane and be capable of producing not less than eighty
(80) double flashes during one (1) minute, or must meet the
photometric requirements for class one 360 degree gaseous discharge
warning lamps as prescribed by Society of Automotive Engineers
(SAE) standards.
As added by P.L.114-1993, SEC.2.

IC 9-19-21-4
Required use and display of strobe light

Sec. 4. The strobe light required under section 2 of this chapter
must be used whenever the municipal waste collection and
transportation vehicle is making frequent stops to collect municipal
solid waste.
As added by P.L.114-1993, SEC.2.


